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(TEMPORARY, WORK ZONE)

TL-3 MASH COMPLIANT

CRASH CUSHION

SLED

SLED-19

 DECEMBER 2019  

KM

TRANSITION FRAME,GALVANIZED

TRANSITION PANEL,GALVANIZED

KEEPER PIN, GALVANIZED

TRANSITION SHORT DROP PIN W/

KEEPER PIN, GALVANIZED

TRANSITION LONG DROP PIN W/

MODULE

SLED YELLOW WATER FILLED

SLED), GALVANIZED

CIS (CONTAINMENT IMPACT

FLOAT INDICATOR

FILL CAP W/ "DRIVE BY" 

ANCHOR BOLTS45050

45032-DPT DRAIN PLUG REMOVAL TOOL

45033-RC-B DRAIN PLUG

18009-B-I

45043-CP T-PIN W/ KEEPER PIN

45044-S

45044-YH SLED YELLOW "NO FILL" MODULE

45044-Y

12060 WASHER, 3/4" ID X 2" OD

45148-CP

45147-CP

45150

MODULE LENGTH

SYSTEM LENGTH - ( TL-3 - 25-3" )

WATER FILLED SECONDARY MODULES
PRIMARY MODULE

NON WATER FILLED 

45-‡"

HEIGHT

MAX 

45" 

45-…"

6'-3ƒ"

1

2

4

1

1

3

9

9

1

2

1

3

3

BILL OF MATERIAL

DESCRIPTIONPART NUMBER QTY:TL-3

45131

SLED TRANSITION COMPONENTS FOR ATTACHMENT TO CMB

SECONDARY MODULES

NUMBER OF
SYSTEM LENGTHTEST LEVEL

TL-3 3 25' 3"

SACRIFICIAL

TRANSITION OPTIONS

SLED TRANSITION TO PLASTIC TRAFFIC BARRIER (CONTACT MFGR FOR PROPER TRANSITION)

SLED TRANSITION TO W-BEAM OR THRIE BEAM GUARD RAIL (CONTACT MFGR FOR PROPER TRANSITION)

SLED TRANSITION TO CONCRETE TRAFFIC BARRIER (TEMPORARY OR PERMANENT)

SLED TRANSITION TO STEEL TRAFFIC BARRIER (CONTACT MFGR FOR PROPER TRANSITION)

SLED TRANSITION TO CONCRETE BRIDGE ABUTMENT

A

A

GENERAL NOTES

THE INSTALLATION INSTRUCTIONS MANUAL.

THE SLED, IT IS NOT INTENDED TO REPLACE 

THIS STANDARD IS A BASIC REPRESENTATION OF

NOTE: 

ELEVATION VIEW

SECTION A-A

27"

45-‡"

SIDE B SIDE A

90 DEGREES

ROTATED 

SIDE A

BARRIER

BOTH SIDES OF

TRAFFIC FLOW ON

BARRIER

RIGHT-SIDE OF

TRAFFIC FLOW ON

BARRIER

LEFT-SIDE OF

TRAFFIC FLOW ON

NOSE SHEETING PANEL DELINEATION

NOSE SHEETING FOR DECAL PLACEMENT.

SEE INSTALLATION MANUAL FOR CUSTOMIZED DELINEATION 

NOTE:

SEE MANUFACTURER'S INSTALLATION MANUAL FOR FURTHER DETAILS.

NOTE:

    THRIE BEAM GUARD RAIL

    W-BEAM GUARD RAIL

    CONCRETE BRIDGE ABUTMENTS

    PLASTIC BARRIER

    STEEL BARRIER

    CONCRETE BARRIER, TEMPORARY OR PERMANENT, 45" MAXIMUM HEIGHT

   

5. THE SLED SYSTEM CAN BE ATTACHED TO:

   OBJECTS, OR DEPRESSIONS.

4. THE INSTALLATION AREA SHOULD BE FREE FROM CURBS, ELEVATED 

3. MAXIMUM PERMISSIBLE CROSS SLOPE IS 8°(DEGREES)(14%).

   ON CONCRETE, ASPHALT, GRAVEL OR COMPACTED SOIL.

   NOT NEED TO BE ATTACHED TO THE GROUND AND CAN BE INSTALLED 

   SYSTEM IS A NON-REDIRECTIVE, GATING CRASH CUSHION THAT DOES 

   CUSHION APPROVED FOR USE IN TEMPORARY WORK ZONES. THE SLED 

2. THE SLED SYSTEM IS A MASH APPROVED TEST LEVEL 3 (TL-3) CRASH

   TRAFFIX, INC. AT (949) 361-5663.

   AND MODULE ORIENTATION.  FOR ADDITIONAL INFORMATION, CONTACT 

1. REFER TO THE INSTALLATION MANUAL FOR SPECIFIC SYSTEM ASSEMBLY 


